GENERAL NOTES:

215" ;
0%, 1. USE THIS RETROFIT DETAIL SHEET ONLY WHEN THE FOLLOWING CONDITIONS APPLY: i
4 | EXISTING 3L 2.33 Z-BAR SIGN LIGHTER BRACKETS ARE TO BE REUSED FOR A NEW !
‘” SIGN LIGHTER FIXTURE. THE SPAN BETWEEN THE EXISTING SIGN LIGHTER BRACKETS !
4 IS TOO WIDE TO ATTACH THE NEW SIGN LIGHTER MOUNTING PLATE AND FIXTURE. !
— EXISTING Z-BAR BRACKETS HAVE ALUMINUM PLATE CORNER REINFORCEMENTS. |
I
I
. 2. ALL NUTS, BOLTS, WASHERS, AND OTHER HARDWARE SHALL BE STAINLESS STEEL. i
\v m I
A~ H::::: NJ ; b/ " _
— 2 7777777777777777777777 4 3 DIA. X 1, BOLT (TYP) 37l 2.33 Z-BAR SHALL U-BOLT
e bia. siotT TYP % /2 BE ATTACHED TO STRUCTURE. i \
6 . SEE BRIDGE PLANS FOR DETAILS. |
v 9 PLACES 3" WASHER (TYP) I
. L TP 1% BY 15 MOUNTING CHANNEL !
s - i FIXTURE MOUNTING PLATE \ |
I . A\ [ [ 1] 3% DIA. 14" LENGTH BOLT (TYP) !
i Bl A e 1 BOTTOM CHORD
g © %' DIA. WASHER (TYP) 1 OF TRUSS
I
3
Ve DIA. HOLE 34" LOCK WASHER (TYP) 76" LOCK WASHER (TYP) i
5 \ 3% DIA. LOCKNUT (TYP) b
) ﬂ} 3 PLACES . % DIA. LOCKNUT (TYP) 3 WIND BEAM AND CLIP :
nas NS (TYP) —— — :
S o ~ FIXTURE HOUSING (SECTION VIEW) !
I
— SECTION ‘
Sy . 2% DETAIL A A i
e — ) !
78 S sy vl %" WASHER (TYP) % T |
4 8 4 % DI, 144" LENGTH BOLT (TYP) ALUMINUM PLATE 5000 OR | !
B o 2 ‘ 2 2 2 I
SECTION /&Y T ) 6000 SERIES /4" X 6 X ¢ ”
u 3% LOCK WASHER (TYP) 2/ FF !
— 1 | ! |
1972 SIGN LIGHTING FIXTURE TYP !
MOUNTING PLATE ;‘ o !
I
MOUNTING PLATE DETAIL STEEL CHANNEL NUT, TYP " = 1
I
[TEM AVAILABLE FROM FIXTURE MANUFACTURER. GROOVED AND SERRATED \ - /* G |
MATERIAL IS GALV. 10 GAGE STEEL PLATE. (4 PER FIXTURE) ‘ i :
RETAINING SPRING(4 PER FIXTURE) I 2 RGS CONDULT
1% BY 1%" MOUNTING CHANNEL !
,,,,,,,,, (2 PER FIXTURE) 1
SIGN FACE —= i
DETAIL B /-BAR CORNER DETATIL |
I
I
FIXTURE UNIT- HOUSING SHALL BOTTOM OF SIGN
[NCLUDE A 4 THREADED SIGN LIGHTING LUMINAIRE T !
20 V" SIDE ENTRY, A 74" GASKETED PER STD. SPEC. 8-21.3(10)A
2 ENTRY IN FRONT, A DOOR PROP, |
%//CHASE NIPPLE WITH AND 4 MOUNTING HOLES. —— :
LOCK-NUT WASHER
‘ 229" B 10%" !
¥, MALLEABLE y
I
LB CONDULET W/ COVER ¥, STAINLESS STEEL :
I
. Y, MALLEABLE STRAP (TYP) |
= = LB CONDULET W/COVER !
¥, STRAIGHT LIQUID-TIGHT _——PLUG OPENINGS WITH . !
CONDUIT CONNECTOR / SILICONE SEALANT, 10%," . :
I
¥, STRAIGHT LIQUID TIGHT 5 :
¥, LIQUID-TIGHT FLEXIBLE 74 T
CONDUIT CONNECTOR !
METALLIC CONDUIT | o | SEE DETAIL A o 574" o ‘
(W, z \\ 1 <%%> ¥ LIQUID-TIGHT !
FLEXIBLE METALLIC I
1 ///
/i) i7| (f n, aasly - CONDUTT !
SEE MOUNTING e SEE MOUNTING _ /D D Z] . 1 i \
VARIES PLATE DETAIL | C PLATE DETAIL = X - H-1 ;
T - , i !
NOT TO EXCEED 4 MOUNTING CHANNEL ; !
Y4 45° LIQUID-TIGHT \\\¥4,34L2 33 7-BAR (TYP) SEE DETAIL B \/ A e N !
CONDUIT CONNECTOR 2 REQUIRED FOR EACH FIXTURE MOUNTING.
END OF 3 7L 2.33 Z-BAR
3, 45° L1QUID-TIGHT CONDUIT SEE 7-BAR
3% DIA. X 1-14" BOLT, CONNECTOR. INSTALL WITHIN R
SECTION (BN WASHER, LOCK WASHER, B —— 1'-0" OF LIGHT FIXTURE. 720" MAX.—>] CORNER DETAIL
=/ AND LOCKNUT (TYP) 50" MAX. ‘
5'-3" FACE OF SIGN TO END OF BEAM
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